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Type 8200 burkert

FLUID CONTROL SYSTEMS

Analysis measurement chamber

Description Article no.
Analysis measurement chamber with 1 slot (G 1%4" connection) for a chlorine sensor 569221 =
Analysis measurement chamber with 1 slot (G 1%4" connection) for a chlorine sensor, 1 slot (G V2" connection) for a 571930 &
temperature sensor and 1 slot (PG13.5) for an analysis probe, cold water variant

Analysis measurement chamber with 1 slot (G 1%4" connection) for a chlorine sensor, 1 slot (G 2" connection) for a 571931&
temperature sensor and 1 slot (PG13.5) for an analysis probe, warm water variant

Analysis measurement chamber with 1 slot (G 1%4" connection) for a chlorine sensor, 1 slot (G 2" connection) for a 571932 &=
temperature sensor and 2 slots (PG13.5) for two analysis probes

8.5. Ordering chart accessories

\ Description Article no.
Temperature probe for general purpose holders G 2", G 1", stick connection and hygienic holders 12" clamp or DN 50 thread process
connection
Pt1000/earthing pin made of stainless steel 1.4571 427023 =
Pt1000/earthing pin made of titanium 560317 =

\ For general purpose holders G 2" connection
Set with FKM seals 429264 =
Set with a green FKM seal and a black EPDM seal 552111=

\ For hygienic holder G 12" connection
Weld-in socket 15° Type BBS-11 P, length: 30 mm for holder G 1V4" 747772
Weld-in socket 15° Type BBS-11 P, length: 46 mm for holder G 174" 737260 =

\ For analysis measurement chamber
Pt100 temperature sensor with 4 m cable for analysis measurement chambers with 3 or 4 sensor slots 571962 &
Flow switch for analysis measurement chamber, PNP, 2 m cable (optional) 775261 &
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