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Measurement Tips
LED Status

Green On

Green Off Push the sensor tip onto the test
surface, on solid metal, as close

m as possible to the bearing. Apply

' the compression force until
L\d green LED is off.

Sensor Placement

Green Off

Data measurement
is complete.

Red On

Error, insufficient
force or time
duration, no data
measurement.

Push before you
apply the Meter to the test
u surface.

Vibration Severity Per ISO 10816-1

Class Il Class I
Medium

Machines

Machine Class |

Small
Machines

in/[s | mm/s

0.01 0.28

0.02 0.45

0.03 0.71

0.04 1.12

0.07 1.80

Large Rigid
Foundation

Vibration Velocity Vrms

0.1 2.80 SATISFACTORY
0.18 | 4.50

0.28 7.10 UNSATISFACTORY
044 | 11.20

070 | 18.00

1.10 | 28.00

1.77 | 45.90

For the best measurements, use these guidelines:
+ Push and position the Meter perpendicular to the test surface.

« Push the sensor tip onto the test surface, on solid metal, and as close to the bearing as possible

until the green LED turns on.

* Hold Meter in position with a consistent force until the green LED turns off. The test results show

on the display.

Severity Scale
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UNACCEPTABLE

No repair action is recommended.

No immediate repair action is required. Increase the frequency
of measurements and monitor the condition of the machine.

Have a knowledgeable vibration technician conduct
more advanced tests at the earliest opportunity. Consider
maintenance action at the next planned downtime or
maintenance period.

Have a knowledgeable vibration technician conduct more
advanced tests as soon as possible. Consider immediate
shutdown of the machine to make repairs and prevent failure.

Crest Factor + (CF+)

The Meter operates with a proprietary algorithm called Crest Factor + (CF+). To
make interpretation easy for the user, the CF+ value shows a severity range. The
higher the CF+ value is, the more the bearing damage.

The CF+ value shows for each measurement in the Bearing field on the Meter
display. Push @ and  to toggle between the CF+ value and the high frequency
vibration level in units of acceleration.

Meter Display

High Frequency
4,000 Hz to 20,000 Hz

Overall Vibration
Frequency Range:
10 Hz to 1,000 Hz

Temperature
-20 °C to 200 °C
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The product CD supplies a custom Microsoft Excel template that helps you to evaluate
the measurements. See Export Data in the Users Manual for more information about

the template and measurement plots.
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Safety and Warranty

Before You Start
Navigation

Meter Configuration Measurements

Setup Menu Quick Measurement Auto Save Measurement
Safety

Do not use the Product around explosive gas, vapor, or in damp or wet environments.
Comply with local and national safety codes. Use personal protective equipment
(approved rubber gloves, face protection, and flame-resistant clothes) to prevent shock
and arc blast injury where hazardous live conductors are exposed.

Warnin For general operation: rav (G4 Device Settings ! — _ ., 7
AA a 9 Bearing + — — — Bearing ve
RPM Range O Units ) O 0 CF+ — 3 CF+ Auto Save o CF+
To prevent possible electrical shock, fire, or personal injury: Recalls the previous — | Machiis (CaGOFY Time u —_— Save to: Existing 0001
: : | [ Goop | . Saving...0001
Y Carefully read all instructions. menu % Create NEW Setup e Overall Vibration Overall Vibration 3500 Save to: CS:::.:M ° e
e Do not touch hazardous voltages with the Product. These voltages could cause injury ch(r)c\)/L?Sht?:eC;r:r?L u Add to Setup u BacklghtTkncont N 0.06 Max . _‘:‘*N“'P o L |
Language ave with Name —
or death. optior?s and edits the Devglceglnfo Temperature Temperature . Tre
. . . . 68.7°F
e Use the Product only as specified, or the protection supplied by the product can be Updates the options 594 Secon Lov e i .. m=63_7oF 3500 o
Compromlsed. Meter Wlth a new ID to the Setup previous menu TYPEE TYPEE - Max TRY:I‘EI 52'8'5 Chiller
f feai : : : L | [——— Opens next menu or HENI: %600 RPM : >600 _
e Examine the case before you use the Product. Look for cracks or missing plastic. selection setting sets the selection
L)
L]

Each menu has navigation hints for its content at the bottom of the screen.

01/09/2011 _09:10AM
Device Settings

0

17/12/2011  09:10 AM| O

[Units ______ )] 01/09/2011 09:10AM 01/09/2011 09:10A 0 17/12/2011  09:10AM|
- . Battery Time Setup Machine Categories: RPM Range Selection CREATE Setups Create Setups Bearing
To prevent personal injury from the infrared thermometer: % - w SAVE EeiilRanes Elffn Recip Chiers(Open ¢, 2 600 rpm % ; " MEASURE 3 CF+
. P . . i - . . . ackligheTimasi Machine Cates Motor) ~ z —_— —
e See emissivity information for actual temperaturef Reflective objects result in lower Before the Meter operates for the first ‘ ‘ Backlight Timeout ‘ ‘ ‘l Machine category ‘ ‘ pv—— T ‘ ‘ /; BL ; l‘; EDFPGQHRISJ O Ovetion
than actual temperature measurements. These objects pose a burn hazard. time. install the new batteries included Displacement Fnales (Hermetic Motor) T
. . . ’ il Device Info

e Do not keep the product in operation and unattended at high temperatures. me eviee

To prevent personal injury when near rotating equipment:

[ No| ; ) =
Press Left key for Device Settings Belt-Driven Fans Space _ [ - . Back pace _ 7 -+ Tre
Note it 1800 - 3600 RPM AAEEII 0O AAEEITIO s 68.7°F
i ) ) SetnpvyilhRPM' ABCDEFGHI ] =
e Use caution around rotating equipment. Set the battery type in the Device ONLY gives Bearing Press Left key for vy
o Keep cords and straps contained.

LIMITED WARRANTY AND LIMITATION OF LIABILITY

uu
Time:
This Fluke product will be free from defects in material and workmanship for one year from the on the display when battery power is low. 24 e
date of purchase. This warranty does not cover fuses, disposable batteries, or damage from Replace the batteries before you continue to use Q O hr/ min / sec % = 10 £ 10 : 10 am
accident, neglect, misuse, alteration, contamination, or abnormal conditions of operation or u (HH : MM 55) —
handling. Resellers are not authorized to extend any other warranty on Fluke’s behalf. To obtain the Meter. am pm Save to Ex|st|ng Setup
service during the warranty period, contact your nearest Fluke authorized service center to obtain

return authorization information, then send the product to that Service Center with a description of
the problem.

THIS WARRANTY IS YOUR ONLY REMEDY. NO OTHER WARRANTIES, SUCH AS FITNESS
FOR A PARTICULAR PURPOSE, ARE EXPRESSED OR IMPLIED. FLUKE IS NOT LIABLE
FORANY SPECIAL, INDIRECT, INCIDENTAL OR CONSEQUENTIAL DAMAGES OR LOSSES,
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Settings menu.
The Meter does not include a

rechargeable function. You must
externally charge the batteries. [__I| shows
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keys to edit.
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